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TO THE TRADE 


With the appearance of the new Segal Pickproof Cylinder the entire concept of what constitutes 
security in a deadlock has been given new meaning. Hitherto, a deadlock has been a device of builders 
hardware that would give the best possible security under normal conditions and would offer stern resist- 
ance to any attempt at forcing. But it has always been known that a deadlock, any deadlock, could be 


overcome by a marauder of sufficient skill granted that he had the proper tools and enough time to work. 


THIS IS NO LONGER TRUE! 


The Segal Pickproof Cylinder, when used with a Segal deadlock No. 666 or C666 series has changed 
all this so that now a deadlock is obtainable that presents to anyone seeking unwarranted entry an obstacle 
that can not be overcome. It can successfully resist the efforts of the most skillful, for the cylinder is 
absolutely pickproof. It can resist any attempt to jimmy the door open forcefully for it is so made that, 
when locked, it joins the door and jamb into one inseparable unit. The entire cylinder can be torn out 
of the door and the burglar will be no nearer entry for as the cylinder comes out, an automatic shutter 
will slip into place to block any manipulation of the bolts. When a Segal deadlock, equipped with the 
new Segal Pickproof cylinder is mounted on a door, that door is no more vulnerable on the lock side than 


it is on the hinge side. 


IT IS NOW POSSIBLE TO SAY THAT THE LOCK CAN BE OPENED FROM THE OUTSIDE BY KEY 
ONLY. THE STATEMENT CARRIES NO IMPLIED RESERVATION. 


The SEGAL Lock is a universal lock. It is adapted to practically all kinds of doors. This means that 


the dealer need not carry too great a variety of locks to meet different needs. 


Because it stands up in time of danger it is endorsed and recommended by practically all burglary 
insurance companies. Our nation wide educational campaign has made it a national utility. It is self- 


advertising because the user recommends the dealer who sold it to him. Every lock sold means more sales. 


The items featured in this catalog are mechanically perfect. Those of jimmyproof construction are 
made of almost unbreakable metal. The design items are so attractive in style and finish that they are an 


ornament to any door. 


Each deadlock and latch has notches in the side of the case that indicate the precise position of the 


cylinder hole. This feature eliminates the danger of marring the door by inaccurate boring. 


SEGAL products are designed to meet the dealers needs. His interest is ours and he can depend on 
our hearty cooperation at all times. 


For full protection use SEGAL Locks on all entrance doors. 


EGAL FOR SAFETY 
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THE NECESSITY FOR THE SEGAL LOCK 


In the year 1912, Mr. Samuel Segal, of the Segal Lock & Hardware Co., had occasion to observe the 
appalling growth of the number of burglaries in the City of New York. Investigation proved that about 
90% of all burglaries were committed by the simple and obvious means of prying doors open. There was 
no lock on the market really proof against the burglar’s jimmy. The reason was that all locks then made 
had horizontal bolts entering open strikes or keepers, thus affording no real protection against the forcing 
of the door away from the jamb. Moreover, natural shrinkage and the warping of the door in the course 
of time had the effect of drawing the bolt away from the strike or keeper. This made the problem of the 


burglar simpler still. 


Further investigation led to the discovery that burglars never tried to jimmy the hinge side of the 
door, but always attacked the lock fastening. As a matter of fact, the hinge cannot be pried apart, because 
it has an interlocking construction held together by a vertical bolt. The hinge gave Mr. Segal a hint of the 


kind of lock that would keep the intruder out. 


The Segal Lock, built on the principle of a hinge, was the result. The bolts operate vertically, exactly 
as in a hinge, except that it is operated by key and cylinder. The bolts go right through the bronze 
strike, just as the pin does through the knuckles of the hinge, thus positively interlocking the door and jamb 


securely together, so that they cannot be forced apart and are proof against the jimmy of the burglar. 


Since the introduction of the Segal Lock upon the market consumers have come fo realize that the 
function of a good lock is not merely for érament nor for the purpose of keeping the door closed, but for 


the purpose of locking it and having it stay locked in time of danger. 


To-day the Segal Lock has demonstrated itself as a steadfast friend of the householder and storekeeper 


in the crucial hour. 
To-day the name SEGAL spells SAFETY. 


For full protection use SEGAL LOCKS on every entrance door. 


EGAL For SAFETU 


THE SEGAL PICK-PROOF CYLINDER 


Catalog 
Numbers 


Rim Cylinder 
No. 7060 


Mortise Cylinder 
1%," dia. 


No. 2192 
NO. 7060 RIM CYLINDER NO. 2192 MORTISE CYLINDER 


Mortise Cylinder 


1%" dia. z 
No. 2193 


Mortise Cylinder 
Hotel Type 
No. 2194 


NOTE 


The proper length 
must be specified on 
all orders for mortise 
cylinders. 


NO. 7060 CUTAWAY 


NO. 2192 CUTAWAY 


The SEGAL PICK-PROOF CYLINDER is the most important and revolutionary invention in lock de- 
sign that has been made since the development of the pin tumbler cylinder many years ago. When it 
was first marketed its claims were promptly disputed by skeptical locksmiths and hardware men. Many, 
thoroughly familiar with the construction of cylinders, have attempted to pick the PICK-PROOF CYLINDER 
since then. The Segal Lock and Hardware Company has afforded the cynics every opportunity to attack 
the PICK-PROOF CYLINDER with every device available. Despite countless attempts and the testing of 


all known picking equipment... . 
THE SEGAL PICK-PROOF CYLINDER HAS NOT BEEN PICKED ! 
It will resist any picking tool known... . 


It will resist any attempt at forcing or prying....- 


It will protect your home and possessions by making the lock on your door absolutely pick-proof. 


Any Segal or Norwalk lock may be ordered with 


the Pick-Proof Cylinder at a slight increase in price. 


The Segal Pick-Proof cylinder is adaptable to all 
types of locks and is easily and quickly installed 


UNIVERSAL TAILPIECE 


in place of ordinary lock cylinders. This removable tailpiece makes it possible to use the Pick-Proof 


Rim Cylinder with any make of rim latch or deadlock. 
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THE SEGAL PROTECTIVE SHUTTER 


Baffled by the jimmyproof security of the Segal Lock, burglars 
developed a new method of effecting forcible entries, by pulling 
out the entire cylinder of a rim lock and then inserting a screw 
driver to operate the bolts. 


At the request of the leading burglar insurance companies, we 
spent considerable time and effort in devising a method of pre- 
venting this. We have now developed and perfected a protective 
shutter attached to the back cover of various Segal locks. 


As soon as the cylinder is removed from the lock, this shutter 
automatically closes the spindle hole to prevent the operation of 


Note Deadlocking Automatic Shut- 
ter When Spindle Is Withdrawn 


the bolt. This shutter deadlocks itself in position covering the 
spindle hole and can only be opened from the inside of the door. 


The illustration on the left shows 
a cylinder that was forcibly pulled 
out of a door. The automatic 
shutter, however, prevented the 
burglars from opening the door 
despite the fact that the cylinder 
had been removed. No other 
device now on the market will 
give this same protection. 


PROOF THAT IT’S DEPENDABLE 


Medal awarded by the American Institute of Science in 1915 to 
the Segal Lock and Hardware Corporation (then known as the 
Burglar Proof Lock Co.) in recognition of the exceptional merits 
of the SEGAL Locks as a burglar-proof invention. 


The above cut was made from an actual photograph of a SEGAL 
Lock taken from the door at 99 Madison Avenue, New York City, 
December 16, 1918, after firemen had failed to break it with their 
pick-axes. The firemen finally gained entrance by chopping down 
the door. Note the lock is still holding. 
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FIG. 1 FIG, 2 

No. 667 No. 666 
Figure 1. Segal Deadlock on Door Swinging Out. Interior showing Segal Deadlock No. 667 mounted on 
single door opening outwardly, with flat strike attached to jamb. The lock is mounted almost flush with 
the edge of the door. Important: Always install the lock before attaching the strike. 
Figure 2. Segal Deadlock on Door Swinging In. Interior showing lock mounted on standard apartment 
door (opening inwardly) with lock projecting over edge of the door and angle strike on jamb. Important: 
Always install the lock before attaching the strike. 


FIG. 3 FIG. 4 
No. 666 No. 666 


Figure 3. Segal Deadlock on Double Doors Swinging Out. Interior showing lock mounted on double 
doors opening outwardly. Note that lock must be mounted on bolted door while the strike is attached to 
movable door. The lock must project over edge of the door. Important: Always install the lock before 
attaching the strike. 

Figure 4. Segal Deadlock on Double Doors Swinging In. Interior showing deadlock with regular (angle) 
strike on double doors, opening inwardly. Note this lock is mounted on the movable door while the 
strike is mounted to the bolted door. The lock must project over the edge of the door. Important: Always 
install the lock before attaching the strike. 
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SEGAL DEADLOCK 
ON SINGLE 
SLIDING DOOR 


Interior showing lock mounted on 
single sliding door and FLAT strike 
attached to jamb (note the lock is 
mounted almost flush with the edge 
of the door.) Attach bumpers (see 
page 24) to prevent injury to lock. 


Important. Always install the lock 
before attaching the strike. 


SEGAL DEADLOCK 
ON DOUBLE 
SLIDING DOOR 


Interior showing lock mounted on 
double sliding door with ‘lock pro- 
jecting over edge of door and angle 
strike on jamb. Lock may be mount- 
ed either on left or right hand door, 
as preferred, Attach bumpers to pre- 
vent injury to lock (see page 24). 


Important: Always install the lock 
before attaching the strike. 


No. 667 
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Illustration This lock may be ordered 
One-Half Size with the Pickproof Cylin- 


der described on page 5 
JIMMYPROOF 
CYLINDER RIM DEADLOCK 
with Key Releasing Chain 


CAST BRONZE 


No. C666 AND C667 
For Doors Opening In Only 

Case: oe 2-3/4 x 4-3/8 x 1 in., Cast Bronze, Dull Finish. 
...No. 7050, Five Pin Tumblers, Cast Bronze. 
Wrought Bronze. 
Cast Bronze. 
Cast Bronze. 
Standard, 2-3/8 in. 
-Three Nickel Silver, No. 9. 
One in a box, with screws, weight 2-1/2 lbs. 
By key from outside and by Turn Knob inside 
at all times. When the bolt is thrown and the 
chain is set in place from the inside, a continu- 
ous turn of the key from the outside will retract 
the bolt and release the chain from its socket in 
the case of the lock. 


No, Description 


C666 Angle Strike—For doors opening in. 
C667 Flat Strike—For doors opening in. 


FEATURES 


1. It positively interlocks the door and the jamb together, in a way that cannot be reached by the burglar's 
jimmy. 


2. It has the additional protection of a deadlocking cylinder guard which automatically closes when the 
cylinder is removed. This device makes it impossible to open the lock by pulling out the cylinder, illus- 
trated and described on page 6. 


3. Chain bolt is key-releasing, permitting the owner to unlock the door by key while the chain is in 
position. 


4. It is made of solid bronze, the toughest metal available for the purpose. For real protection, insist on a 
bronze Segalock. 


DESCRIPTION 
This modern new lock is the latest development in the Lock Field and has the combination of Lock and 


Chain Bolt. The object of this lock is to gain the added security of the Chain Bolt and at the same time 
allow the key to throw the chain from the lock should someone wish to enter while the chain is on lock. 


It is interesting to note that most burglary insurance companies recommend 
and many of them absolutely insist on the installation of Segalocks on every risk 
which they inspect. Years of experience has proven that jimmy proof Segalocks 
are all that the makers claim for them. 

Chrome Plate Finish can be furnished at an additional charge. 


Case Raising Brackets for steel jambs higher than the face of the door, see page 24. 


For doors 1-3/8 to 3-1/4 in. thick. Description of Strikes, see page 23. 


————— EEE EEE 
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These locks may be ordered Illustrations 
with the pickproof Cylin- Otie-Third Size 
der described on Page 5 
JIMMYPROOF 
CYLINDER RIM DEADLOCKS 
CAST BRONZE 


No. 666 - 667 


2-3/4 x 4-3/8 x 1 in., Cast Bronze, dull finish. 
No. 7050, Five Pin Tumblers, Cast Bronze. 


. Standard, 2-3/8 in. (See note below.) 

Three Nickel Silver, No. 9. 

..One in a box, with screws, 2-1/8 lbs. each. 100 
in a case, gross weight, 230 lbs. 


Operation: ....Outside by key, inside by turn knob. 
No. Description 


666 Angle strike, for single door opening in double 
doors opening in or out and double sliding 
doors. 

Type 666KN - 667KN 667 Flat strike, for single doors opening out and 

single sliding doors. 


No. 666KN - 667KN 
Description: ..Same as 666 and 667, except has no turn knob 
on the inside. 
Operation: ....Outside by key only as the inside turn knob 
is omitted. 


666 - 667 


No. 687 - 688 
With Double Cylinders 


2-3/4 x 4-3/8 x 1 in., Cast Bronze, dull finish. 

No. 7050, Five Pin Tumblers, Cast Bronze. 

Cast Bronze. 

..Cast Bronze. 

Standard, 2-3/8 in. (See note below.) 

Three Nickel Silver, No. 9. 

One in a box, with screws, 2-1/2 lbs. each. 100 

in a case, gross weight, 255 lbs. 

Operation: .... These locks have cylinders both inside and out- 
side, operated by key only from both sides. 


687 - 688 The object of this construction is to insure 
safety where the panel of the door is frail or 
made of glass. 

No. Description 
Tested, approved and recommended 687 Flat strike, for single doors opening out and 


by burglary insurance companies . A 
single sliding doors. 


688 Angle strike, for single doors opening in, double 
doors opening in or out and double sliding 
doors. 

Master-Keying: Can be master keyed in sets as desired with other locks using same keyway. 

When set flush with face of door on doors opening out or single sliding doors, Backset is 3-3/8 in. 
These locks are equipped with automatic cylinder guard, illustrated and described on page 6. 

Case raising brackets for steel jambs higher than the face of the door, see page 24. 


For Doors 1-3/8 to 3-1/4 in thick. Chrome Plated Finish can be furnished at an additional charge. 
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Illustrations These locks may be ordered 
One-Third Size with the Pickproof Cylin- 
der described on Page 5 


JIMMYPROOF 
CYLINDER RIM DEADLATCHES 


CAST BRONZE 


No, 676 - 677 


9-3/4 x 4-3/8 x 1 in., Cast Bronze, dull finish. 
‘o. 7050, Five Pin Tumblers, Cast Bronze. 
‘Wrought Bronze. 


tandard, 2-3/8 in. (See note below.) 

.Three Nickel Silver, No. 9. 

One in a box, with screws, 2-1/4 lbs. each. 100 

in a case, gross weight, 245 lbs. 

Operation: ...Outside by key, inside by turn knob. Locks on 

676 - 677 contact same as a latch, equipped with a stop 
button in the case of lock to prevent latching. 


No. Description 

676 Angle strike, for doors opening in only. 

677 Flat strike, for doors opening in only. 
No. 686 - 689 


2-3/4 x 4-3/8 x 1 in., Cast Bronze, dull finish. 

No. 7050, Five Pin Tumblers, Cast Bronze. 

ast Bronze. 

ast Bronze. 

tandard, 2-3/8 in. (See note below.) 

Keys: . .Three Nickel Silver, No. 9. 

Packed: .........One in a box, with screws, 2-1/4 lbs. each. 100 
in a case, gross weight, 245 lbs. 

Operation: ... These locks are equipped with double cylinders 
and operated by key only from both sides. Locks 

686 - 689 on contact same as a latch. The double cylin- 

ders insure safety where the panels of a door 

are frail or made of glass. 


Tested, approved and recommended 


by burglary insurance companies No. Description 
686 Flat strike, for doors opening in only. 
689 Angle strike, for doors opening in only. 


Master-Keying: Can be master keyed in sets as desired with other locks using same keyway. 
When set flush with face of door on doors opening out or single sliding doors, Backset is 3-3/8 in. 
These locks are equipped: with automatic cylinder guard, illustrated and described on page 6. 
Case raising brackets for steel jambs higher than the face of the door, see page 24. 


For Doors 1-3/8 to 3-1/4 in. thick. Chrome Plated Finish can be furnished at an additional charge. 
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These locks may be ordered Illustrations 
with the Pickproof Cylin- One-Third Size 
der described on Page 5 


JIMMYPROOF 
CYLINDER RIM DEADLOCKS 


CAST BRONZE 


No. 669 - 670 
With Bolt Protector 
2-3/4 x 4-3/8 x 1 in., Cast Bronze, dull finish. 


No. 7050, Five Pin Tumblers, Cast Bronze. 
:.... Wrought Bronze. 


Standard, 2-3/8 in. (See note below.) 

Three Nickel Silver, No. 9. 

..One in a box, with screws, 2 lbs. each. 100 in 

a case, gross weight, 220 lbs. 

Operation: ....Outside by key, inside by turn knob, Adapted 
’ \ for garage, elevator and sliding doors, it has a 

669 - 670 bolt protector to prevent injury to lock due to 

locking of bolts before the door is closed. The 

special trigger feature prevents movement of 

the bolts unless the door is fully closed. 


No. Description 
669 Flat strike, for single sliding doors. 
670 Angle strike, for double sliding doors. 


No. 671 - 672 
With Double Cylinders and Bolt Protector 


2-3/4 x 4-3/8 x 1 in., Cast Bronze, dull finish. 
No. 7050, Five Pin Tumblers, Cast Bronze. 


Standard, 2-3/8 in. (See note below.) 
Three Nickel Silver, No. 9. 
One in a box, with screws, 2-1/4 lbs. each. 100 
in a case, gross weight, 245 lbs. 
Operation: ....These locks are equipped with double cylinders 
and can be operated by key only from both 
sides. Adapted for garage, elevator and sliding 


pl ap doors, as it has a bolt protector to prevent in- 

jury to lock due to locking of bolts before door 

is closed. The special trigger feature prevents 

Tested, approved and recommended movement of the bolts unless the door is fully 
by burglary insurance companies closed. 


No. Description 


671 Flat strike, for single sliding doors. 
672 Angle strike, for double sliding doors. 


Master-Keying: Can be master keyed in sets as desired with other locks using same keyway. 

When set flush with face of door on doors opening out or single sliding doors, Backset is 3-3/8 in. 
These locks are equipped with automatic cylinder guard, illustrated and described on page 6. 

Case raising brackets for steel jambs higher than the face of the door, see page 24. 


For Doors 1-3/8 to 3-1/4 in thick. Chrome Plated Finish can be furnished at an additional charge. 
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Mllustrations These locks may be ordered 


One-Third Size with the Pickproof Cylin- 


der described on Page 5 
JIMMYPROOF 
CYLINDER RIM DEADLOCKS 


CAST BRONZE 


TRIPLE BOLT SECURITY 
FOR BANKS, STORES, LOFTS, Etc. 


No. 678 and 679 


Case: w...4 X 4 x 13/16 in., Cast Bronze, dull finish. 
Cylinder: ......No. 7050, Five Pin Tumblers, Cast Bronze. 
Wrought Bronze. 

ast Bronze. 

ast Bronze. 

.. Standard, 2 in., when set flush with face of door 
on doors opening out or single sliding doors, 
backset is 3 in. 


Keys .Three Nickel Silver, No. 9. 
..One in a box, with screws, weight: 
678 — 2-1/4 lbs. 679 — 2-1/8 lbs. 
Operation: ....Outside by key, inside by turn knob. 
678 - 679 No. Description 
678 Angle strike, for single doors opening in, double 
doors opening in or out and double sliding 
doors. 
679 Flat strike, for single doors opening out and 


single sliding doors. 
Above locks can be furnished with inactive knob inside 
when so desired for conditions requiring locking the door 
from the outside only. 


No. 697 and 698 


With Double Cylinders to Insure Safety where 
the Panels of the Door are Frail or Made of Glass 
4 x 4 x 13/16 in., Cast Bronze, dull finish. 
No. 7050, Five Pin Tumblers, Cast Bronze. 
ast Bronze. 
Cast Bronze. 
Standard, 2 in., when set flush with face of door 
on doors opening out or single sliding doors, 
backset is 3 in. 
Three Nickel Silver, No. 9. 
.One in a box, with screws, weight: 
697 — 2-1/2 lbs. 698 —2-3/4 lbs. 
697 - 698 These locks are equipped with double cylinders 


and can be operated by key only from both 
sides. 
Tested, approved and recommended No. Description 
by burglary insurance companies 
697 Flat strike, for doors opening out and single 


sliding doors. 

698 Angle strike, for single doors opening in, double 
doors opening in or out and double sliding 
doors. 


Master-Keying: Can be master keyed in sets as desired with other locks using same keyway. 
Can be furnished with bolt protector same as Locks Nos. 669 and 671, page 12. 
For Doors 1-3/8 to 3-1/4 in thick. Chrome Plated Finish can be furnished at an additional charge. 
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These locks may be ordered Illustrations 
with the Pickproof Cylin- One-Third Size 
der described on Page 5 


JIMMYPROOF 
CYLINDER RIM CROSS BOLT DEADLOCKS 


DIE-CAST METAL 


No. 1999 


Case: o.....2-7/8 x 3-7/16 x 1-3/8 in., Die Cast, Sprayed 
Bronze Finish. 

Cylinder: ......No. 7050, Five Pin Tumblers, Cast Bronze. 

Wrought Bronze. 

ie Cast. 

.Die Cast, with case hardened Steel Rollers, 

2-1/4 x 11/16 in., Throw 1 in. 

..Standard, 2-3/8 in. 

..Three Nickel Silver, No. 9. 

One in a box, with screws, 2-1/4 lbs. each. 

Outside by key, inside by turn knob. 


Keys: . 


No. Description 

1999 Angle strike, for single doors opening in, double 
sliding doors and double doors opening in or 
out. 


No. 1992 


Description: ..Same as No. 1999, etc., except has no turn knob. 
Operation: ...Outside by key only, no turn knob inside, for 
stores, garages, etc., to prevent opening from 
inside. 
No. Description 
1992 Angle strike, for single doors opening in, double 
sliding doors and double doors opening in or 


out. 
1992 
No. 1996 
With Double Cylinders 
Case: oe 2-7/8 x 3-7/16 x 1-3/8 in., Die Cast, Sprayed 


Bronze Finish. 


Cylinder: ......No. 7050, Five Pin Tumblers, Cast Bronze. 


Strike: 

Boll: ... Die Cast, with case hardened Steel Rollers, 
2-1/4 x 11/16 in., Throw 1 in. 

Backset:.........Standard, 2-3/8 in. 

Keys: ..Three Nickel Silver, No. 9. 

Packed One in a box, with screws, weight 2-1/2 lbs. 

Operation: ....These locks are equipped with double cylin- 
ders, operated by key only from both sides of 
the door. The object of this construction is to 
insure safety where the panel of the door is 
frail or made of glass. 

No. Description 


1996 Angle strike, for single doors opening in, double 
sliding doors and double doors opening in or 
out. 


Master-Keying: Can be master keyed in sets as desired with other locks using same keyway. 
These locks are equipped with automatic cylinder guard, illustrated and described on page 6. 
Chrome Plated Finish can be furnished at additiional charge. 


For doors 1-3/8 to 3-1/4 ‘in. thick. = Description of Strikes, see page 23. 


Illustrations 
One-Third Size 
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These locks may be ordered 
with the Pickproof Cylin- 
der described on page 5 


JIMMYPROOF 
CYLINDER RIM CROSS BOLT DEADLOCKS 
CAST BRONZE 
No. 999 
Case: .........4...2-7/8 x 3-7/16 x 1-3/8 in., Cast Bronze, dull 


Cylinder: . 
Turn Knob 


finish. 

..No. 7050, Five Pin Tumblers, Cast Bronze. 
Wrought Bronze. 

ast Bronze. 

‘Die Cast, with case hardened Steel Rollers, 
2-1/4 x 11/16 in:, Throw 1 in. 

Standard, 2-3/8 in. 

.Three Nickel Silver, No. 9. 

One in a box, with screws, weight 3 lbs. 
Outside by key, inside by turn knob. 


No. Description 
999 Angle strike, for single doors opening in, double 
sliding doors and double doors opening in or 
out. 
No. 992 
Description: .Same as 999, etc., except has no turn knob. 
Operation: ....Outside by key only, no turn knob inside. For 
stores, garages, etc., to prevent opening from 
inside. 
No. Description 
992 Angle strike, for single doors opening in, double 
sliding doors and double doors opening in or 
out. 
No. 996 
With Double Cylinders 
Case s2-7/8 x 3-7/16 x 1-3/8 in., Cast Bronze, dull 


No. 
996 


finish. 

-No. 7050, Five Pin Tumblers, Cast Bronze. 

Cast Bronze. 

-Die Cast, with case hardened Steel Rollers, 
2-1/4 x 11/16 in., Throw 1 in. 

Standard, 2-3/8 in. 

hree Nickel Silver, No. 9. 

-One in a box, with screws, weight 3-1/4 lbs. 


:...These locks are equipped with double cylin- 


ders, operated by key only from both sides of 
the door. The object of this construction is to 
insure safety where the panel of the door is 
frail or made of glass. 


Description 
Angle strike, for single doors opening in, double 
sliding doors and double doors opening in or 
out. 


Master-Keying: Can be master keyed in sets as desired with other locks using same keyway. 
These locks are equipped with automatic cylinder guard, illustrated-and described on page 6. 
Chrome Plated Finish can be furnished at an additional charge. 


For doors 1-3/8 to 3-1/4 in. thick. Description of Strikes, see page 23. 
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These locks may be ordered Illustranons 


with the Pickproof Cylin- One-Third Size 
der described on page 5 


CYLINDER RIM DEADLOCKS 
CAST BRONZE AND DIE CAST 
No. C999 


CAST BRONZE 
JIMMYPROOF 
CROSS BOLT TYPE 
Case: .............. 2-7/8 x 3-7/16 x 1-3/8 in., Cast Bronze, dull 
finish. 
....No. 7050, Five Pin Tumblers, Cast Bronze. 


Welded heavy steel—Bronze plated. 

Die Cast, with case hardened Steel Rollers, 
1-5/16 x 5/8 in., Throw 1 in. 

..Standard, 2-3/8 in. 

Three Nickel Silver, No. 9. 

One in a box, with screws, weight 3-1/4 lbs. 


Backset: 
Keys: 
Packed: 


Operation: ....Outside by key, inside by turn knob. Chain 
cannot be released by the key. Acts as a chain 
fast only. 

No. 1252} 
DIE CAST METAL 
Case: oe 2-7/8 x 3-7/16 x 1-3/8 in., Die Cast, sprayed 


bronze finish. 
Cylinder: ......No. 7050, Five Pin Tumblers, Cast Bronze. No 
automatic cylinder guard on this lock. 
..Wrought Bronze. 
Die Cast. 
Die Cast, with case hardened Steel Rollers, 
2-1/4 x 11/16 in., Throw 1 in. 
.. Standard, 2-3/8 in. 
Three Nickel Silver, No. 9. 
..One in box, with screws, weight 2-1/4 lbs. 
100 in a case, gross weight 260 lbs. 
Operation: ....Outside by key, inside by turn knob. 


Turn Knob 
Strike 
Bolt: .. 


Backset: 
Keys: 
Packed: 


No. 292 

CAST BRONZE 

Case: ...ce2-11/16 x 3-7/16 x 1-3/8 in., Cast Bronze, dull 
finish. 

Cylinder: ......No. 7050, Five Pin Tumblers, Cast Bronze. 
Wrought Bronze. 
Cast Bronze (angle type). 
Cast Bronze, 2 x 5/8 in., Throw, 1 in. 
Standard, 2-3/8 in. 
Three Nickel Silver, No. 9. 
One in a box, with screws, weight 3 lbs. 
m: ....Outside by key, inside by turn knob. 


292 


No. 292 can be furnished with flat strikes 
when so desired. 
Master Keying: Can be master keyed in sets as desired with other locks, using same keyway. 
Locks No. 292 and C999 are equipped with automatic cylinder guard, illustrated and described on page 6. 
{No. 1252 is not equipped with automatic cylinder guard. 
For doors 1-3/8 to 3-1/4 in. thick. Chrome plated finish can be furnished at an additional charge. 


eee 
ooo SS $$——s—sSsSs—s—sss“_—“—ma—“apeqoaq$*“$gpea“$gzga3a»pq&#oonamapapapampaopamq#S$S$sS[w*"“SX—X—m 
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Illustrations 
One-Third Size 


These locks may be ordered 
with the pickproof Cylin- 
der described on Page 5 


CYLINDER RIM DEADLOCKS 


No. 242 (MEDIUM SIZE) 


sed-1/2 x 2-7/8 x 3/4 in., Cast Iron, antique black. 

SE verso No. 7050, Five Pin Tumblers, Cast Bronze. 

Wrought Bronze. 

..Cast Iron, angle type. 

..Cast Bronze, 5/8 x 1/2 in., Throw 3/4 in. 

Standard, 2 in. 

Two Nickel Silver, No. 9. 

One in a box, with screws, weight 1-1/8 lbs. 
100 in a case, gross weight, 132 lbs. 

Operation: ....Outside by key, inside by turn knob. 


No. 222 


Case: ...c.sc.2-7/16 x 3-1/2 x 15/16 in., Cast Iron, wrinkled 
black. 

..No. 7050, Five Pin Tumblers, Cast Bronze. 

Wrought Bronze. 

Cast Iron, angle type. 

Cast Bronze, 1 x 17/32 in., Throw, 3/4 in. 

Standard, 2-3/8 in. 

Three Nickel Silver, No 9. 

..One in a box, with screws, weight 1 lb. 10 oz. 
100 in a case, gross weight 187 lbs. 

Operation: ....Outside by key, inside by turn knob. 


No. 224 
222 - 224 CAST BRONZE 
For use on doors exposed to the open air: Also on 
ships and for general marine purposes. 
Description:..Same as 222 except case and strike are con- 
structed of solid Bronze. 
..One in a box, with screws, weight 1 lb. 10 oz. 
Outside by key, inside by turn knob. 


Packed:... 
Operation: 


No. 080 
(WITH DEADLOCKING CLUTCH) 
Case? ssacus: 2-1/2 x 3-7/8 x 13/16 in., Cast Bronze, dull 
finish. 
Cylinder: ...... No. 7050, Five Pin Tumblers, Cast Bronze. 
.Wrought Bronze. 
.Cast Bronze, angle, for doors opening in only. 
Cast Bronze, 1 x 1/2 in., Throw 3/4 in. 
Standard, 2-3/8 in. 
Three Nickel Silver, No. 9. 
-One in a box, with screws, weight 2 lbs. 
080 100 in a case, gross weight 208 lbs. 
Operation: ...Outside by key, inside by turn knob. 


Master Keying: Can be master keyed in sets as desired with other locks using same keyway. 
Flat strikes can be furnished for 222 - 224 - 242 deadlock when so desired. 
For doors 1-3/8 to 3-1/4 in. thick. No. 224 and 080 can be furnished chrome plated at an additional charge. 
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These locks may be ordered 
with the Pickproof Cylin- 
der described on page 5 


312 


Illustrations 
One-Third Size 


CYLINDER RIM NIGHT LATCHES 


No. 212 
Cased sississiasse: 2-7/16 x 3-1/2 x 15/16 in., Cast Iron, wrinkle 
black. 
Cylinder: ......No. 7050, Five Pin Tumblers, Cast Bronze. 
Turn Kno. Wrought Bronze 
Sirike Cast Iron. 
Bolt: Cast Bronze, 1 x 1/2 in., Throw 9/16 in. 
Backse Standard, 2-3/8 in. 
Keys: ..Three Nickel Silver, No. 9. 
Packed ..One in a box, with screws, weight 1-1/2 lbs. 


100 in a case, gross weight, 177 lbs. 
Operation: ....Outside by key, inside by turn knob. 


No. 214 
CAST BRONZE 


For use on doors exposed to open air: Also on ships 
and general marine purposes. 


Case: wi2-7/16 x 3-1/2 x 15/16 in., Cast Bronze, dull 
finish. 

Cylinder: ......No. 7050, Five Pin Tumblers, Cast Bronze. 

Wrought Bronze. 

Cast Bronze. 


Bolt: Cast Bronze, 1 x 1/2 in., Throw 9/16 in. 
Backse Standard, 2-3/8 in. 

Keys: Three Nickel Silver, No. 9. 

Packed: One in a box, with screws, weight 1-1/2 lbs. 


100 in a case, gross weight, 177 lbs. 
Operation: ....Outside by key, inside by turn knob. 


No. 312 
Case 2-7/16 x 3-1/2 x 15/16 in., Cast Iron, wrinkled 
black. 
Cylinder: ......No. 7050, Five Pin Tumblers, Cast Bronze. 


..Wrought Bronze. 

..Cast Iron. 

Cast Iron, plated, 1 x 1/2 in., Throw 9/16 in. 

Standard, 2-3/8 in. 

Three Nickel Silver, No. 9. 

..One in a box, with screws, weight 1-1/2 lbs. 
100 in a case, gross weight, 177 lbs. 

Operation: ....Outside by key, inside by turn knob. 


Master Keying: Can be master keyed in sets as desired with other locks using same keyway. 


Flat Strikes: Can be furnished for the above night latches when so desired. 


For doors 1-3/8 to 3-1/4 in. thick. 


No. 214 can be furnished chrome plated at an additional charge. 
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Illustrations These locks may be ordered 
One-Third Size with the Pickproof Cylin- 
der described on page 5 


RIM NIGHT LATCHES 
Cylinder and Tubular 


No. 232 

MEDIUM SIZE 
1-1/2 x 2-7/8 x 3/4 in., Cast Iron, antique black. 
No. 7050 Five Pin Tumblers, Cast Bronze. 
.Wrought Bronze. 
Cast Iron. 
Cast Bronze, 1/2 x 7/16 in., Throw 9/16 in. 
2 in. 
Three Nickel Silver, No. 9. 
One in a box, with screws, weight 1-1/8 lbs. 
100 in a case, gross weight 126 lbs. 
Operation: ....Outside by key, inside by turn knob. 


No. 400 
TUBULAR RIM 
(CANNOT BE MASTER KEYED) 
2 x 3-1/4 x 3/4 in., Cast Iron, japanned. 
Tubular Bronze for 1 to 1-3/4 in. door. 
:....Wrought Bronze. 
.Angle, Cast Iron; Flat, Bronze Plated. 
Cast Iron, Bronze Plated, Throw 9/16 in. 
Standard, 2-3/8 in. 


Packed: One in a box, with screws, weight 1 lb. 
144 in a case, gross weight 151 lbs. 
Operation: ....Outside by key, inside by turn knob. 


Knob also acts as stop to prevent latching. 


No. 404 
Description:..Same as No. 400 but with Bronze Bolt and Knob 
and All Steel or Iron Parts galvanized to pre- 
vent rusting. 
Operation: ...Same as No. 400. 


400 - 404 


No. 1410 


Case: 2 x 3-1/4 x 3/4 in., Cast Iron, japanned. 
Cylinde No. 7050, Five Pin Tumblers, Cast Bronze. 
Turn Kno .Wrought Bronze. 

Cast Iron. 


Cast Iron, Bronze Plated, Throw 9/16 in. 
Standard, 2-3/8 in. 

Three Nickel Silver, No. 9. 

One in a box, with screws, weight 1-1/8 lbs 
144 in a case, gross weight 190 lbs. 

Operation: ....Outside by key, inside by turn knob. 

Knob also acts as stop to prevent latching. 


Master Keying: Can be master keyed in sets as desired with other locks using same keyway. 


Except No. 400 and 404 which has only 6 changes. For doors 1-3/8 to 3-1/4 in. 
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These locks may be ordered Illustrations 


with the Pickproof Cylin- 5 os 
der described on page 5 One-Third Size 


JIMMY PROOF 
CYLINDER RIM NIGHT LATCHES 
(with Deadlocking Clutch) 


No. 515 
CasOs: scsiessosssest 2-1/2 x 4 x 7/8 in., Malleable Iron, wrinkled 
black. 
Cylinder: ......No. 7050, Five Pin Tumblers, Cast Bronze. 


NN f j Turn Knob:....Wrought Bronze. 
| il Wi AC Strike: ..Malleable Iron. 
lle | Li | ey Bolt: ..Cast Bronze, 1 x 1/2 in., Throw 1/2 in. 
TA IN\ Standard, 2-3/8 in. 


fT 


Three Nickel Silver, No. 9. 

.One in a box, with screws, weight 1-3/4 lbs. 
100 in a case, gross weight 202 lbs. 
Operation: ....Outside by key, inside by turn knob. 


065 - 515 - 525 


No. 525 
(WITH DEADLOCKING FEATURE) 

Description:..Same as No. 515. 

Operation: ....Outside by key, inside by turn knob, special 
feature in stop enables user to deadlock the 
latch bolt from within so that the key will not 
operate. 


No. 065 
CAST BRONZE 


Description:..Same as No. 515, except Case and Strike are 
Cast Bronze, dull finish. 
Operation: ....Outside by key, inside by turn knob. 


Deadlocking Clutch 


No. 605 

2-1/2 x 3-7/8 x 13/16 in., Malleable Iron, jap- 

anned. 
...No. 7050, Five Pin Tumblers, Cast Bronze. 
.Wrought Bronze. 
..Malleable Iron. 
Cast Bronze, 1 x 1/2 in., Throw 1/2 in. 
Standard, 2-3/8 in. 
.Three Nickel Silver, No. 9. 
..One in a box, with screws, weight 2 lbs. 
100 in a case, gross weight 207 lbs. 
Operation: ....Outside by key, inside by turn knob. 


605 - 075 
No. 075 
CAST BRONZE 
Bbove Locks‘axe: for, Doors Description:..Same as 605 except Case and Strike are Cast 


Opening In Onk ini 
pening aty Bronze, dull finish. 


Operation: ....Outside by key, inside by turn knob. 


Master Keying: Can be master keyed in sets as desired with other locks using same keyway. 
For doors 1-3/8 to 3-1/4 in. thick. 
No. 065 and 075 can be furnished in chrome plated at an additional charge. 


These locks may be ordered 
with the Pickproof Cylin- 
der described on Page 5 


Illustrations 
One-Third Size 


JIMMYPROOF 
CYLINDER RIM NIGHT LATCHES 
AND DUMBWAITER LATCHES 
(with Deadlocking Clutch) 


No. 055 
Cases sscsssscssizes 1-1/2 x 2-7/8 x 3/4 in., Malleable Iron, antique 
black. 
Cylinder: ...... No. 7050, Five Pin Tumblers, Cast Bronze. 


Wrought Bronze. 
Malleable Iron. 
Cast Bronze, 1/2 x 7/16 in., Throw 3/4 in. 
1-1/2 in. 
Three Nickel Silver, No. 9. 
One in a box, with screws, weight 1 lb. 
100 in a case, gross weight 127 lbs. 
Operation: ...Outside by key, inside by turn knob. 
offs No. 555 
bn CAST BRONZE 
LIBRAR Description: ..Same as No. 055 except Case and Strike are Cast 
Y Bronze, dull finish. 
Operation: ....Outside by key, inside by turn knob. 


No. 434 
Without cylinder, for use on dumbwaiter doors to 
prevent burglary and drafts from shaftway. 
Case: wecsucssd-1/2 x 2-7/8 x 3/4 in., Malleable Iron, antique 
black. 
Turn Knob: ....Wrought Bronze. 
Strike: . Malleable Iron. 
Bolt: .. Cast Bronze, 1/2 x 7/16 in., Throw 3/4 in. 
Packed: .........One in a box, with screws, weight 1/2 lb. 
100 in a case, gross weight 70 lbs. 
434 - 444 Operation: ...Inside by turn knob only. 
No, 444 


CAST BRONZE 
Description: .Same as No. 434 except Case and Strike are Cast 
Bronze, dull finish. 
Operation: ...Inside by turn knob only. 


No. 777 
CAST BRONZE 


Case: vveeseen2-3/4 x 4x 11/16 in., Cast Bronze, dull finish. 
Cylinder: No. 7050, Five Pin Tumblers, Cast Bronze. 

Turn Knob: ....Wrought Bronze. 

Strike: . Cast Bronze 


Backse! Standard, 2-3/8 in. 

Three Nickel Silver, No. 9. 

One in a box, with screws, weight 1-1/2 lbs. 
100 in a case, gross. weight 183 lbs. 
Operation: ....Outside by key, inside by turn knob. 


Type of C777 


No. C777 
Above Locks are for Doors Description: .Same as No. 777, except has a chain fastener. 
Opening In Only Operation: ...Outside by key, inside by turn knob. Chain 
cannot be released by the key, acts as a chain 


fast only. 
Master Keying: Can be master keyed in sets as desired with other locks using same keyway. 
For doors 1-3/8 to 3-1/4 in. thick. 
No. 444-555-777 -C777 can be furnished in chrome plate at an additional charge. 
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These locks may be ordered 
with the Pickproof Cylin- 
der described on page 5 


Illustrations 
One-Half Size 


JIMMYPROOF 
MORTISE CYLINDER DEADLOCKS 


CROSS BOLT TYPE 


BACK 
VIEW 


ne 


; 


1500 - 1505 
Type of 1500-1/2 — 1505-1/2 


Turn knob and plate 
with No. 1500-1/4 and 
1505-1/4 locks only 


JIMMYPROOF FEATURES 


Above phantom picture illustrates the self-adjusting Strik- 
ing Plate with 1500 and 1505 series deadlocks. This 
feature of self-adjusting overcomes conditions such as 
warping or sagging of doors. 


Illustration shows wrench proof cylinder and back view 
of adjusting screw, through case of 1505 series locks. 


No. 1500 


.4 x 3-1/2 x 7/8 in., Cast Bronze, dull finish. 
.6 x 1-3/16 in., Cast Bronze, dull finish. 
-Reversible. 

Regular, 2-3/8 in., special, none. 

-No Lip, Cast Bronze, Self-Adjusting. 
.Case Hardened Steel, Saw-Proof, 

2-1/2 x 11/16 in., Throw 3/4 in. 

-One No. 7010, 1-1/4 in. long. 

Three Nickel Silver No. 9. 

One in a box, with screws, weight 3 lbs. 
By key from outside only. 


No. 1500-1/4 


Description:..Same as No. 1500, except has turn knob inside. 
Packed: One in a box, with screws, weight 3 lbs. 
Outside by key, inside by turn knob. 


No. 1500-1/2 


Description:..Same as No. 1500, except has two cylinders. 


Packed:.. One in a box, with screws, weight 3-1/4 lbs. 
Operation: ...By key from inside and outside. 
No. 1505 
(WITH WRENCH PROOF CYLINDER) 
Case s4 x 3-1/2 x 7/8 in., Cast Bronze, dull finish. 


.6 x 1-3/16 in., Cast Bronze, dull finish. 
eversible. 
Regular, 2-3/8 in., special, none. 
o Lip, Cast Bronze, Self-Adjusting. 
.Case Hardened Steel, Saw-Proof, 

2-1/2 x 11/16 in., Throw 3/4 in. 
Cylinder: ...... No. 7010— 1-1/4 in. long. Wrench-proof type, 
see illustration. 
-Three Nickel Silver, No. 9. 
me in a box, with screws, weight 3 lbs. 
...By key from outside only. 


Keys: 
Packed 
Operati: 


No. 1505-1/4 


Description: ..Same as No. 1505, except has turn knob inside. 
Packed:..........One in a box, with screws, weight 3 lbs. 
Operatio: -Outside by key, inside by turn knob. 


No. 1505-1/2 


Description: ..Same as No. 1505, except has two cylinders. 
Packed -One in a box, with screws, weight 3-1/4 lbs. 
Operati -By key from inside and outside. 


Master Keyed: Can be master keyed in sets as desired with other locks using same keyway. 


Rounded face can be furnished on above locks when so specified at no additional charge. 


Can be furnished with non-adjustable strike where desired for sliding doors. 


Chrome plated finish can be furnished at an additional charge. 


Angle Strike 
For 666 Type 


The Angle Strike is adapted 
to the majority of doors, includ- 
ing the Single Door opening 
Inwardly, Double Sliding Door 
and Double Doors Opening In- 
wardly or Outwardly. 


Flat Strike BS 
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STRIKE PLATES 


666 Series 


No. C666 same as No. 666, ex- 
cept with chain attached. 


No. C667 same as No. 667, ex- 
cept with chain attached. 


Flat Strike 
For 667 Type 


The Flat Strike is adapted to 
the Single Door Opening Out- 
wardly and the Single Sliding 
Door. 


For No. 999 and 1999 Series 


Flat Box Strike CS Angular Strike DS 


BS Flat Strike for single doors opening out (Reverse Bevel) and single, sliding doors. 


CS Flat Box Strike for single doors opening out (Reverse Bevel) and single sliding doors with steel jambs. 


DS Angular Strike for single doors opening in or out and single sliding doors with steel jambs. 


When ordering strikes for 999 and 1999 series locks illustrated above affix the strike number to the lock 


number. LE. 1999 BS. 
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CASE RAISING BRACKETS 


CAST BRONZE 


For use with 
No. 666 series 


deadlocks 


On steel doors where the jamb extends beyond the surface of the door, this bracket or plate is designed to 
raise the lock so that it is flush with the jamb. The lock case is simply placed on bracket and both parts are 
attached to the door by the use of a single screw. 


No. 1325 For 1/4 in. Offset on One Side, and 3/8 in. on the Other Side. 
No. 1326 For 1/2 in. Offset on One Side, and 5/8 in. on the Other Side. 
No. 1327 For 3/4 in. Offset on One Side, and 7/8 in. on the Other Side. 


SLIDING DOOR BUMPER 


No. 1300—Sliding Door 
Bumper (Shock Absorb- 
er)— Grey iron, oxi- 


dized finish. 


Actual Size 
No. 1300 


No. 1300 — This device is designed for sliding doors, to prevent the back of the Segal Deadlock from being 
struck by the door jamb when door is opened. (See Page 8). Indispensable on sliding doors. 


"gyn 9 088 ) 


_vesign DIF 


PADLOCKS 


INTRODUCTION 


The Segal line of padlocks covers all but a few of the types of padlocks now in general use. The 
average user of padlocks is certain to find in this book the one lock that will best suit his needs. The 
hardware dealer will be able to select from the Segal line a stock for his shelves that will offer sufficient 


variety without tying up too much of his money. 


As is the case with all hardware, padlocks vary greatly both in quality and in price, and the price 
can usually be taken as a fair indication of the worth of the padlock. A cast bronze or extruded brass 
padlock with a good pin tumbler mechanism will cost the buyer far more than an iron padlock with a 
warded mechanism. But the cast bronze, pin tumbler lock will give far greater security at all times and 


will be in service years after the iron lock has been discarded. 


Padlocks should be chosen according to the conditions of the use. When security is the sole con- 
sideration a pin tumbler lock should be chosen, preferably one with a case hardened and double locking 
shackle. When the lock is to be used on a boat or at the seashore or any place where the climatic conditions 
are favorable to the rusting of ferrous metals, an all bronze or brass padlock should be chosen. Padlocks 
of die cast metal and of disc tumbler mechanism will give satisfactory service under normal circumstances 
and they can be recommended in many cases where price will be the deciding factor. Warded padlocks 
offer only poor security and should be used only when the purpose of the padlock is merely to discourage 


curiosity. 


NEVER USE OIL TO LUBRICATE A PIN TUMBLER PADLOCK. These padlocks may be lubricated with 


a fine powdered graphite. 


Sea) 


NORWALK LOCK COMPANY 


DIVISION OF SEGAL LOCK AND HARDWARE CO,, INC. 
SOUTH NORWALK, CONNECTICUT, U.S.A. 


NUMERICAL INDEX 


Padlock Chains 
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EXTRUDED BRASS PADLOCKS 


ILLUSTRATIONS ONE-HALF SIZE 


701 - 1704 


705 - 1708 


706 - 1709 


Five Pin Tumbler Mechanism 
No. 701 SERIES — 1-5/16 INCH 


x CASE SHACKLE KEYS 
lo. 
Material Finish Material Clearance | Each No. 
701 | Ext. Brass | Polished | “*° guenet | 91/39" 2 R4 
704 | Ext.Brass | Polished | Solid Brass | 21/32” 2 K4 
1701 | Ext.Brass | Dull | Se Hardened | oy /g9" | 9 K4 
1704 | Ext. Brass Dull Solid Brass | 21/32" 2 4 
Case Size: .1-5/16 x 1-3/16 x 5/8 in. 
Mechanism All inside parts Brass, Spring Shackle. 


Can be master keyed as desired. 
..For padlock with 9 in. chain attached, affix “C” 
to Catalog Number. 


Packed) iséisesssssies One in a box, 12 in a carton, weight per dozen 
without chain, 4 lbs. 
No. 705 SERIES — 1-1/2 INCH 
No. CASE SHACKLE KEYS 
Material Finish Material Clearance | Each No. 
705 | Ext. Brass | Polished| ase Hardened ha" 2 K4 
708 | Ext. Brass | Polished] Solid Brass 4" 2 R4 
775 | Ext. Brass | Polished| Case ae 14." 2 Ka 
1705 | Ext.Brass| Dull | Case Hardened | 341 2 K4 
1708 | Ext. Brass Dull Solid Brass ae 2 R4 


. 1-1/2 x 1-3/16 x 5/8 in. 

All inside parts Brass, Spring Shackle. 

Can be master keyed as desired. 

For padlock with 9 in. chain attached, affix “‘C” 
to Catalog Number. 

One in a box, 12 in a carton, weight per dozen 
without chain, 41/2 lbs. 


No. 706 SERIES — 1-3/4 INCH 


ne CASE SHACKLE KEYS 
Material Finish Material Clearance Each No. 
706 | Ext. Brass | Polished | “** Zanened | 13/16" | 9 K9 
709 | Ext.Brass | Polished | Solid Brass | 13/16" 2 K9 
1706 | Ext.Brass | Dull | S? gisrered | iz/ie" | 9 Ko 
1709 | Ext. Brass Dull Solid Brass | 13/16" 2 Ko 


1-3/4 x 1-7/16 x 13/16 in. 

Mechanism........... All inside parts Brass, Spring Shackle. 

Master Keying:.. Can be master keyed as desired. 

Chains. cisccicssncceoncies For padlock with 9 in. chain attached, affix “C” 
to Catalog Number. 

One in a box, weight per dozen without chain, 
7'/s lbs. 


CHAINS ILLUSTRATED ON PAGE 12 


Case Size:. 


EXTRUDED BRASS PADLOCKS 
ILLUSTRATIONS ONE-HALF SIZE 
Five Pin Tumbler Mechanism 
No. 707 SERIES — 2 INCH 
CASE SHACKLE KEYS 
Nel Material Finish Material Clearance | Each No. 
707 | Ext. Brass | Polished | °** gi23e"*4 | 7/8" 2 K9 
710 | Ext. Brass | Polished | Solid Brass 7/8" 2 Ko 
1707 | Ext.Brass| Dull | Se giszdened | 7/g 2 K9 
1710 | Ext. Brass Dull Solid Brass 7/8" 2 Kg 
707 - 1710 


Case Size: 


.2 x 1-5/8 x 13/16 in. 


Mechanism All inside parts Brass, Spring Shackle. 
Master Keying:..Can be master keyed as desired. 


Chaini...... eee For padlock with 9 in. chain attached, affix 
to Catalog Number. 


“c" 


Packed:.. 


.One in a box, weight per dozen without chain, 
9 lbs. 


No. 711 SERIES — 2-1/2 INCH 


nN CASE SHACKLE KEYS 
| Material Finish Material | Clearance | Each | No. 
711 | Ext. Brass | Polished | “*** eae 1-7/32" 2 Ko 
713 | Ext.Brass | Polished | Solid Brass | 1-7/32" 2 Ko 
1711 | Ext.Brass | Dull | 8 Hezdered | 1-7/3e") 2 Ko 
1713 | Ext. Brass Dull Solid Brass | 1-7/32” 2 K9 
Case Size.............. 2-1/2 x 1-7/8 x 1 in. 
711-1713 Mechanism............ All inside parts Brass, Spring Shackle. 


Master Keying:...Can be master keyed as desired. 


Chain: .For padlock with 9 in. chain attached, affix “‘C” 
to Catalog Number. 
Packed:.........ce One in a box, weight per dozen without chain, 


14 Ibs. 
CHAINS ILLUSTRATED ON PAGE 12 
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SCANDINAVIAN TYPE PADLOCKS 


ILLUSTRATIONS ONE-HALF SIZE 


Pin Tumbler Mechanism 


ail . ; No. 027 SERIES — 1-1/2 INCH 
‘i CASE SHACKLE KEYS 
es Material Finish Material Clearance | Each | No. 
Cast " 
027 Wheel Case 1-1/8 2 K7 
Bronse Hardened 
047 | Malleable | yraroon Steel 1-1/8" 2 K7 
Tron 
Case Size:............. 1-1/2 x 1-5/8 x 1-1/8 in. 
Mechanism........... Four pin tumbler—double locking shackle. 


087: = 047 Master Keying:.. Can be master keyed as desired. 
Chain.................... For padlock with 9 in. chain attached, affix “C” 
to Catalog Number. 
Packed.................. One in a box, weight per dozen without chain, 
7 |bs. 


No. 067 SERIES — 1-7/8 INCH 


CASE SHACKLE 


: Material Finish Material Clearance | Each No. 
Cast " 
067 1 1-1/4 2 K7 
Bronze Whe Case / 
Hardened 
087 | Malleable | yyarcon Steel 1-1/4" 2 Ky 


Iron 


Case Size... 


1-7/8 x 2 x 1-1/4 in. 


Mechanism: 


.. Four pin tumbler—double locking shackle. 


Master Keying:.. Can be master keyed as desired. 


067 - 087 Chain:.. .. For padlock with 9 in. chain attached, affix “C” 
‘ to Catalog Number. 
Packed:.........0..0 One in a box, weight per dozen without chain, 


10 lbs. 


CHAINS ILLUSTRATED ON PAGE 12 


SCANDINAVIAN TYPE PADLOCKS 


ILLUSTRATIONS ONE-HALF SIZE \ 


JUN 19 4943 
Pin Tumbler Mechanism ~<en Divino 


No. 107 SERIES — 2 INCH 


Ns CASE SHACKLE KEYS 
: Material Finish Material Clearance | Each No. 
Cast m0 
107 | aonze | Wheel Ciée 1-1/4 2 K7 
; Hardened 
137 | Malleable | ‘\y.,00n Steel 1-1/4" 2 Ky 
Tron 
Case Size:............ 2x 2x 1-1/2 in. 
Mechanism.......... Four pin tumbler—double locking shackle. 


Master Keying:.. Can be master keyed as desired. 


Chain:.......ccee For padlock with 9 in. chain attached, affix “C” 
107 - 137 to Catalog Number. 
Packed.................. One in a box, weight per dozen without chain, 
11 lbs. 


No. 157 SERIES — 2-1/2 INCH 


. CASE SHACKLE x “KEYS 
ra Material Finish Material Clearance | Each No. 
157 | Cast Wheel Chse 1-1/2" | 2 R7 
Bronze 
Hardened 
177 Malleable | \aroon Steel 1-1/2" 2 K7 
Tron 
Case Size:............ 2-1/2 x 2-1/4 x 1-5/8 in. e si 
Mechanism........... Four pin tumbler—double locking shackle. 
Master Keying:.. Can be master keyed as desired. 
: For padlock with 9 in. chain attached, affix “C” 
to-Catalog Number. 


; 157-177 “= =* Da ghed tissccssssscsccess eg a box, weight per dozen without chain, 


CHAINS ILLUSTRATED ON PAGE 12 
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CAST BRONZE PADLOCKS 


ILLUSTRATIONS ONE-HALF SIZE 


Scandinavian Type Pin Tumbler 


No. 207 SERIES — 1-1/2 INCH 


x CASE SHACKLE KEYS 
me Material Finish Material Clearance | Each No. 
207 Heavy | Polished Hard 3/4" 2 K7 
Cast Cast 
227 Bronze Dull Bronze 3/4" 2 K7 


Case Size............. 1-1/2 x 1-5/8 x 1-1/8 in. 


207 - 297 Mechanism........... Four pin tumbler cylinder. Fast, double locking 
shackle. All inside parts bronze. 


Master Keying:.. Can be master keyed in sets as desired. 


Chaat sisccievcssassicevs For padlock with 9 in. chain attached, affix “C” 
to Catalog Number. 

Packed:..........006 One in a box, weight per dozen without chain, 
7 |bs. 


No. 237 SERIES — 1-7/8 INCH 


CASE SHACKLE 


Material Finish Material Clearance No. 
—— 237 Heavy | Polished Hard 3/4" K7 
"hn Cast Cast 
] 247 Bronze Dull Bronze 3/4" K7 


i 


J 


Case Size............. 1-7/8 x 2 x 1-1/4 in. 

Mechanism........... Four pin tumbler cylinder. Fast, double locking 
shackle. All inside parts bronze. 

237 - 247 

Master Keying:.. Can be master keyed in sets as desired. 

Chain:.......ce For padlock with 9 in. chain attached, affix “C” 
to Catalog Number. 

Packed...................One in a box, weight per dozen without chain, 
10 Ibs. 


CHAINS ILLUSTRATED ON PAGE 12 


CAST BRONZE PADLOCKS 


ILLUSTRATIONS ONE-HALF SIZE 


Scandinavian Type Pin Tumbler 


No. 257 SERIES — 2 INCH 


- CASE SHACKLE KEYS 
- Material Finish Material Clearance | Each No. 
e 257 Heavy | Polished Hard 3/4" 2 R7 
iil Cast Cast 
vl 
; 267 | Bronze Dull Bronze 3/4" 2 K7 
Case Size:............. 2x 2x 1-1/2 in. 
Mechanism.......... Four pin tumbler cylinder. Fast double locking 


shackle. All inside parts bronze. 
257 - 267 


Master Keying:.. Can be master keyed in sets as desired. 


Chal ans., sce cnssssosceens For Padlock with 9 in. chain attached, affix “C” 
to Catalog Number. 
Packed :.......0..0.0.4 One in a box, weight per dozen without chain, 


11 lbs. 


No. 277 SERIES — 2-1/2 INCH 


sy 
S real] 


SHACKLE KEYS 
Material Clearance | Each | No. 


Material Finish 


277| Heavy | Polished Hard 1" 2 7 
Cast Cast 
287 Bronze Dull Bronze 1" 2 K7 


9-1/2 x 2-1/4 x 1-5/8 in. 


Four pin tumbler cylinder. Fast double locking 
shackle. All inside parts bronze. 


:.. Can be master keyed in sets as desired. 


S For Padlock with 9 in. chain attached, affix “C” 
277 - 287 to Catalog Number. 


Packed:...............5 One in a box, weight per dozen without chain, 
14 lbs. 


CHAINS ILLUSTRATED ON PAGE 12 
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PADLOCKS 


ILLUSTRATIONS ONE-HALF SIZE 


Pin Tumbler Mechanism 


No. 1292 SERIES — 1-9/16 INCH 


Die Cast Case Five Pins 
es CASE SHACKLE KEYS 
0. 
Material Finish Material Clearance Each No 
Die Wrinkled Case 
1292 a Black Hardened 3/4" 2 Ko 
: ast Lacquer Steel 
le \) Case Size: 1-9/16" x 1-9/16" x 3/4 in. 
= Mechanism Five pin tumbler, spring shackle. 


Master Keying:.. Can be master keyed as desired. 


Chain:..............05 For Padlock with 9 in. chain attached, affix “’C” 
to Catalog Number. 


.One in a box, twelve boxes in a nest. Weight 
per dozen, without chain, 5-3/4 lbs. 


No. 407 SERIES — 1-1/2 INCH 
Cast Bronze Case Long Steel Shackle 


7 CASE SHACKLE 
is Material Finish Material Clearance Each No. 
407 1-1/4" 
Gani ines /4 2 K7 
447 Polished | Hardened | 2-1/8" 2 K7 
Bronze Steel 
487 3-1/8" 2 K7 
Case Size.............. 1-1/2 x 1-5/8 x 1-1/8 in. 
Mechanism........... Four pin tumbler—double locking shackle. 


Master Keying:.. Can be master keyed as desired. 


Chain.................05 For Padlock with 9 in. chain attached, affix “‘C” 
to Catalog Number. 


Packed.:...............0 One in a box. Weight per dozen, without chain, 
407—7 lbs., 447—8 Ibs., 487—9 lbs. 


407 - 487 


CHAINS ILLUSTRATED ON PAGE 12 
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DIE CAST PADLOCKS 


ILLUSTRATIONS ONE-HALF SIZE 


Disc Tumbler Mechanism 
No. 1202 SERIES — 1-1/2 INCH 


sis CASE SHACKLE KEYS 
Material Finish Material Clearance Each No. 
1202 : Pol. Chrome Case 3/4" 2 Ké 
to12) © [pun caamium| Hardened | 3/4” 2 K6 
1oo1| 8 | pot. chrome| Steel 1-1/2" | 2 Ké 


1202 - 1221 


1-1/2 x 1-3/8 x 3/4 in. 

Four disc tumblers, spring shackle. 

Cannot be master keyed. 

..For Padlock with 9 in. chain attached, affix “C" 

to Catalog Number. 

.. One in a box, twelve boxes in nest, except 1221. 
Weight per dozen, without chain, 4-1/2 lbs. 


No. 1204 SERIES — 1-3/4 INCH 


3 CASE SHACKLE KEYS 
* Material Finish Material Clearance | Each No. 
1204 Die Pol. Chrome Case 2 Ko 
Hardened 3/4" 
1214 Cast Dull Cadmium Steel 2 Ko 


Case Size:. 


1-3/4 x 1-1/2 x 7/8 in. 


1204 - 1214 Mechanism .Four disc tumblers, spring shackle. 
Master Keying:.. Cannot be master keyed. 
Chai: For Padlock with 9 in. chain attached, affix “C” 
to Catalog Number. 
Packed................. One in a box, weight per dozen without chain, 
6 lbs. 


No, 1206 SERIES — 2 INCH 


. CASE SHACKLE KEYS 
No. 
2 Material Finish Material Clearance | Each No. 
1206} Die Pol. Chrome | __ Case 2 K6 
Hardened 3/4" 
1216 Cast Dull Cadmium Steel | 2 Ké 
Case Size:. 2x 1-3/4x 1 in. 
Mechanism Four disc tumblers, spring shackle. 
Master Keying:.. Cannot be master keyed. 
Chain..................... For Padlock with 9 in. chain attached, affix “C” 
1206 - 1216 to Catalog Number. 
Packed.................. One in a box, weight per dozen without chain, 
8/2 lbs. ’ 


CHAINS ILLUSTRATED ON PAGE 12 
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WARDED IRON PADLOCKS 


ILLUSTRATIONS ONE-HALF SIZE 


No. 1010 AND 1015 LOCKS 
CAN NOT BE MASTER KEYED 


CASE SHACKLE 


KEYS 


No. 

2 Material Finish Material Clearance | Each No. 
Tron Antique s 

teel 

1010; with Black ee 3/4" 2 | Kooos 
Wrought Brass 

1015 Steel Panels se 2 Ko006 
Panels Brass Plated 


1-1/2 x 1-1/8 x 5/8 in. 

2% 1-1/2 x 3/4 in. 

Warded steel. 

.. For Padlock with 9 in. chain attached, affix “C” 
to Catalog Number. 


Packed:.........0....0. Six in a box, weight per dozen without chain, 
No. 1010—3-3/4 lbs., No. 1015—6-1/2 lbs. 


PADLOCK CHAINS 
SPECIAL LENGTHS TO ORDER 


{ 


STANDARD LENGTH 9 in 


éand 7 8 


NUMBER DESCRIPTION 
1 Nickel-Plated Steel Sash Chain. 
2 Bronze Sash Chain. 
3 Bronze Sash Chain. 
4 Bronze Safety Chain. 
5 Nickel-Plated Safety Chain. 


DESCRIPTION 
Brass Plated Steel Chain. 
Nickel Plated Steel Chain. 
Welded Iron Curb Chain, Tinned. 
Welded Iron Curb Chain, Tinned. 


KEY BLANKS 


LOCKSMITH SUPPLIES, 
CYLINDERS and PARTS 


SEGAL KEY BLANKS 


In connection with the appearance of this list of Segal 
Key Blanks we feel, as do other manufacturers, that we 
should caution the locksmiths, hardware dealers and all 


others who have occasion to cut duplicate keys that: 


IN CUTTING DUPLICATE KEYS, THE KEY BLANK 
USED SHOULD BE MADE BY THE MANUFAC- 
TURER OF THE LOCK FOR WHICH THE KEY IS 
INTENDED. 


USE ONLY GENUINE KEY BLANKS ! 


Keys cut for Segal Locks should be made only from 
Segal blanks. Original blanks are always accurate and 
will operate properly. The locksmith who uses only 
genuine key blanks will save himself the lost time, lost 
money and lost customers which often result from the 


use of inaccurate imitation blanks. 


All original Segal cylinder key blanks are made from 
high grade nickel silver, the best material available for 
this purpose. Each blank is carefully machined and 


inspected after manufacture. 


For accurate duplication of all keys use one of the 


Segal Modern Type Key Machines. 


Se~a) 


NORWALK LOCK COMPANY 


DIVISION OF SEGAL LOCK AND HARDWARE CO., INC. 
SOUTH NORWALK, CONNECTICUT, U.S.A. 
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Illustrations 
Full Size 


KEY BLANKS 
Pin Tumbler Nickel Silver 


Key Blank No. K4 is used on 
the three small sizes of the 


701 series padlocks. Key Blank No. K5 is used on 


all cylinders having No. 5 
Keyway. 


No. 10 


Key Blank No. 10 is used 
only on the Segal Pickproof 


Cylinder. 
K7 
Key Blank No. Ké is used on Key Blank No. K7 is used on 
all disc tumbler padlocks of all cylinders with No.7 Key- 
the No. 1202 Series. way. 


Specify key blanks when so required. 
When ordering cut keys, specify change letters and numbers. 


_ 
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Illustrations 
Full Size 


KEY BLANKS 


Pin Tumbler Nickel Silver 


S57) 
Ks MB5 
Key Blank No. K8 is used Key Blank No. K9 is used Key Blank No. MAS is used 
on all cylinders with No. 8 on all cylinders with No. 9 for master keys of No.5 Key- 
Reyway. Keyway. way. 


Key Blank No. 0005 Key Blank No. K0006 
Key Blank No. K0005 is used Key Blank No. K0006 is used 
to duplicate Keys for Pad- to duplicate Keys for Pad- 
lock No. 1010. lock No. 1015. 


Specify key blanks when so required. 


When ordering cut keys, specify change letters and numbers. 


BOLTS 


WINDOW — DEADLOCRING 
AND CHAIN BOLTS 
CHAIN DOOR FASTENERS 
and 


INTERLOCKING WINDOW CATCHES 
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“SEGA [|———__—_—_— 


SEGAL WINDOW LOCKS 


SEGAL BOLTS and WINDOW LOCKS are thoroughly 
dependable safeguards, convenient to use and made 
of the finest materials—for peace of mind and added 
security in the home. 


On the following pages we are illustrating various 
types of Segal Bolts and Window Locks designed for 
every locking purpose. 


Segal Window Locks hold the window securely in 
place, preventing opening by the burglar. At the 
same time the window lock permits ventilation with 
the same security. The lock may be fastened in any 
position on the window, preventing rattling, and with- 
out marring the wood surface. 


Segal Door Bolts incorporate the exclusive safety 
deadlocking knob. This patented automatic spring 
knob makes it impossible to turn or operate the bolt 
from the outside and at the same time prevents the 
handle from working loose. 


Segal Bolts are also available with attached chains 
for added security. This permits the interviewing of 
callers through a partially opened door, keeping the 
intruder out. 


In selling Segal Door Bolts and Segal Window 
Locks in connection with the Segal Jimmy Proof Lock 
you are actually performing a valuable service for 
your customers. You are giving them real peace of 
mind and security. Such service builds customer good 
will and cannot help but reap profitable dividends. 


SEGAL FoR SAFETY 
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NUMERICAL INDEX 


4520 . 
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VENTILATING WINDOW BOLTS 


NO MAR TYPE 


No. 6000 No. 6003 


With Safety Button With Rubber Tip With Safety Button 
No. Base Size Grey Iron Weight No. Base Size Grey Iron Weight 
Dozen Dozen 
6000 2x15/16In. Dull Black 3%. lbs. 6003 2x15/16In. White Enamel  3%/s lbs. 


No. 6600 No. 6605 
No. Base Size Grey Iron Weight | No. Base Size Grey Iron Weight 
Dozen Dozen 
6600 1% x7/eIn. White Enamel  3¥s lbs. 6605 1%/x%sIn. White Enamel 3 Ibs. 


One Dozen in a Box. without screws 


VENTILATING WINDOW BOLTS 


No. 6012 


The same as 6010 — see below — but 
without ventilating feature. 


Positive deadlock. Prevents rattling. 
Easy to install. 


Steel and iron, dull brass finish. 


Packed twelve to carton, complete 
with screws, weight, 2°/s lbs. 


(Patent pending) 


No. 6010 


Steel and iron, dull brass finish. 


Packed six to carton, complete with 
screws, weight per doz., 4 lbs. 


Features: Deadlocks window and per- 
mits ventilation with safety. Prevents 
rattling. Made of unbreakable steel and 
iron. Safe—economical—ornamental. 


EASY TO INSTALL 


Attach to the lower part of upper sash 
on either side with the three wood 
screws. To deadlock sash in the re- 
quired position simply tighten winged 
thumb-nut as illustrated. No cutting or 
mortising of wood necessary. 


aly 
DEADLOCKED 
With Ventilation No. 6010 


VENTILATING WINDOW BOLTS 


No. 6006—Grey iron, black finish 


A Segal patented Window Bolt that is easily adjusted, locks 
the window in any position and cannot be pried open. 


It grips the sash at three points, thus affording maximum 
security. 


Affords protection and ventilation at the same time. 
No. 6008—As above, nickel plated finish. 


Packed one-half dozen in a box, with screws. 
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UNIVERSAL BOLTS 


WROUGHT STEEL — BRASS KNOB 
No. 4500 


This handy little brass plated steel bolt, measuring 
1%. inches, is adapted for innumerable uses, including 
swinging doors, revolving doors, screen doors, double- 
swinging doors, office doors, sliding doors, dumbwaiter 
doors, automobile doors, closets, lockers, windows, tran- 
soms, partitions, gates and for door-stop purposes. 


This wonderful little bolt is made of cold-rolled steel 
and is equipped with the Segal patented dead-locking 
knob, which prevents the bolt from being jarred or 
Actual Size. jimmied out of position. 


Furnished with brass knob and packed with screws, 
No. 4500—4510 one dozen to a box, weight, 2 lbs. 


No. 4510—The same as above, with flat strike. 


DEADLOCKING BOLTS 
WROUGHT STEEL — BRASS KNOB 
PRY-PROOF 


No. 4525 to 4531—Size, 4 inch 
No. 4515 to 4521—Size, 3 inch 


Flat strike furnished with bolts 


Size, 3 Inch Size, 4 Inch 
No. 4515—Brass plated, regular strike. No. 4525—Brass plated, regular strike. 
No. 4516—Brass plated, flat strike. No. 4526—Brass plated, flat strike. 
No. 4520—Japanned finish, regular strike. No. 4530—Japanned finish, regular strike. 
No. 4521—Japanned finish, flat strike. No. 4531—Japanned finish, flat strike. 


Packed one dozen to box, with screws to match, weight, 3 lbs. 


Most Bolts are easily worked back from the outside. The patented automatic spring knob in the Segal Bolt makes it impossible to turn 
or work it back from the outside. The patented spring knob in these bolts prevents the barrel from working loose, which sometimes 
results in the user being locked out. 


DEADLOCKING BOLTS 
CAST BRASS OR MALLEABLE STEEL 
(with Brass Knobs) 


Size, 2% In. 


No. Strike Description Finish 
5012 Angle Malleable Steel Oxidized 
5013 Flat Malleable Steel Oxidized 
5017 Angle Malleable Steel Brass Plated 
5018 Flat Malleable Steel Brass Plated 
5200 Angle Cast Brass Polished 
5210 Flat Cast Brass Polished 


Packed one dozen in a box, with screws. Weight 7'/2 lbs. 


Size 2% inches 


Flat Strike 


No. Strike Description Finish 
5020 Angle Malleable Iron Antique Black 
5030 Flat Malleable Iron Antique Black 


Packed one dozen in a box, with screws. Weight 6 lbs. 


Most Bolts are easily worked back from the outside. The patented automatic spring knob in the Segal Bolt makes it impossible to turn 


or work it back from the outside. The patented spring knob in these bolts prevents the barrel from working loose, which sometimes 
results in the user being locked out. 
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DEADLOCKING CHAIN BOLTS 
CAST BRASS OR MALLEABLE STEEL 
(with Brass Knob) 


Size 


2% inches 
No. Strike Description Finish 
5010 Angle Malleable Steel Oxidized 
5015 Angle Malleable Steel Brass Plated 
5400 Angle Cast Brass Polished 


Size 
2% inches 


No. Strike Description Finish 
5011 Flat Malleable Steel Oxidized 
5016 Flat Malleable Steel Brass Plated 
5500 Flat Cast Brass Polished 


Packed one-half dozen in a box, with screws. Weight 5'/2 lbs. 
These bolts are made on the same principle as Nos. 5020—5210 but are adapted also to serve as a Chain Bolt. Simple to chain and unchain, 
these bolts answer every purpose for the user; whether for household, or for use on ships, etc., these bolts give the maximum protection 
whether used as a chain belt or plain bolt. 
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CHAIN DOOR FASTENER 


No. 5300 — T5300 


(Actual Size) 


Case—Cast bronze 4'/s x 1'/ x 5/16 in. 

Strike—Cast bronze 2'/s x 11/4 x 5/16 in. 
Finish—Polished Bronze. 

Chain—Steel, bronze plated welded—6 in. over all. 


Packed—1 dozen to box, with screws to match, weight, 
5% lbs. 


T5300 


Same as 5300 except unpolished Bronze. 


INTERLOCKING WINDOW CATCH 


Wrought Steel, Brass Plated Knob, Solid Brass 


This handy fastener, primarily designed as a window 
lock, can be used to excellent advantage on cupboards, 
cabinets, ice-boxes and wherever a small bolt is general- 
ly required. It is equipped with the Segal patented 
automatic spring-knob which makes it impossible to 
operate the bolt except by lifting the knob. This catch 
is absolutely jimmyproof and jarproof, since the bolt, 
when thrown, interlocks the case and strike so that both 
are inseparable. 


Packed—12 to a box with screws. 


Weight—Per dozen, 24/2 Ibs. 


No. 6014 


Page 


Section No. 5 9-15-39 ll 


Illustrations 
One-Half Size 


CHAIN DOOR FASTENERS 


No. CASE STRIKE CHAIN FINISH 


T8627 4x1 In. xl In. Welded Steel Plated Cast Bronze, Roll Finish 


PACKED ONE DOZEN IN A BOX, WITH SCREWS 


Weight 4 Lbs., 4 Ozs., Dozen 


3629, 
No, CASE STRIKE CHAIN FINISH 
8629 6x11/; In. 2N/px11/p In. Welded Steel, Plated Cast Bronze, Polished 


ONE-HALF DOZEN IN A BOX, WITH SCREWS 


Weight 91, Lbs., Dozen 


Regularly Furnished in Bronze Finish Unless Otherwise Specified 


JUN 1.9 1943 


PRECISION BUILT 


KEY CUTTING MACHINES 


and 


REPLACEMENT PARTS 


SEGAL, 


THE FOLLOWING REPRESENT ONLY A FEW OF 
THE MANY HUNDREDS OF PRESENT DAY USERS. 
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Metropolitan Life Insurance Co. 


Hotel Sherry Netherlands Los Angeles School District 


New York City 


Metro Goldwyn Mayer Studios 
Culver City, Calif. 


Ford Motor Co. 
Detroit, Mich. 


Cities Service 
New York City 


Dept. of Hospitals 
New York City 


Compton High School 
Compton, Calif. 


Barbizon Plaza 
New York City 


Bullock Green 
Detroit, Mich. 


Triangle Hardware Co. 


Brooklyn, N. Y. 


Ed's Shop 
Detroit, Mich. 


American Lock Co. 
Chicago, Ill. 


Landys Hardware 
Wash., D. C. 


Chestler Hardware 
Chicago, Ill. 


Corey's Lock & Key Works 


Spokane, Wash. 


AB C Electrical Contrg. Co. 


Chicago, Ill. 


Los Angeles, Calif. 


Los Angeles County Hospital 
Los Angeles, Calif. 


FOREWORD 


More than twenty years have passed since the 
first SEGAL Key Machine made its appearance 
on the market. Never during that time have 
the engineers and designers of the SEGAL Lock 
and Hardware Company relaxed their efforts to 
make SEGAL Key Machines the best key cutting 
machines that money can buy. Constant 
research and experimentation has been carried 
on so that each new model represents an appre- 
ciable improvement in construction through 
the addition of devices to insure accuracy and 
the ultimate in simplicity. As a result of this, 


the present SEGAL Key Machines represent not 


only a long experience in manufacturing and 


marketing Key Cutting equipment but also the 
cumulative knowledge of twenty years study 
and work on the part of experts thoroughly 


familiar with all phases of key cutting problems. 


Yale Authorized Sales Service 
San Francisco, Calif. 


Accurate Key & Locksmith Shop 
Chicago, Ill. 


Long Island 


Raymond Commerce Bldg. 


Newark, N. J. 


Veterans Administration 
Los Angeles, Calif. 


Board of Education 
City of New York 


City of Detroit 
Detroit, Mich. 


Burbank City Schools 
Burbank, Calif. 


Rowe Mfg. Co. 
Jersey City, N. J. 


Woodward Wight Co. 
New Orleans, La. 


Germain's Dept. Store 
Brooklyn, N. Y. 


Carter Hardware Co. 
Los Angeles, Calif. 


T. B. Rayl 
Detroit, Mich. 


Master Key Co. 
Oakland, Calif. 


International Lock Co. 
Detroit, Mich. 


Marshall Newell Supply Co. 
San Francisco, Calif. 


Hollywood Lock & Cycle Shop 


Hollywood, Calif. 


INTRODUCTION 


Simplicity, ease of operation and durability are the keynotes of the entire construc- 
tion of the SEGAL Key Machines. Each working part is visible in operation and its 
principles readily understandable. There are no intricate mechanical devices to con- 
trol. Anyone can cut keys accurately on a SEGAL Key Machine after a few minutes 


study of the operating instructions. 


SEGAL Key Machines are constructed of the finest metals obtainable, designed to 
withstand constant wear and to stand up under all conditions. Many SEGAL Key 
Machines have been in constant use by Locksmiths, Hotels, Office Buildings, Apart- 
ment Houses and Public Institutions for over twenty years and are still giving perfect 


service. 


In this catalog we present our new SEGAL Automatic Key Machines Nos. 1825, 1845 
and 1925; our Non-automatic Modern Type Key Machines Nos. 1810, 1815 and 1835; 
improved models of the long popular Nos. 810 and 815, and our single wheel machines 


Nos. 900 and 910. 


CATO 


NORWALK LOCK COMPANY 


DIVISION OF SEGAL LOCK AND HARDWARE CO., INC. 
SOUTH NORWALK, CONNECTICUT, U.S.A. 
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RECTIFYING DEVICE 


All these machines are equipped with a pat- 
ented rectifying device consisting of a pair of 
slides which fit into and grip the lower grooves 
of cylinder keys. In this way the measurement 
of the depth of the cuts is made from the lower 
groove rather than from the bottom of the key, 
thus eliminating any danger that the cuts might 
vary in depth due to a variation in the key 


blank. 


KEY MACHINES 
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No. 1825 
FULLY AUTOMATIC -- HEAVY DUTY 


KEY MACHINE No. 1825 


The most efficient key cutter on the market today — Because it is — 


VERSATILE — All keys in general use can. be duplicated on the No. 1825 SEGAL Machine; cylinder keys, 
bit or barrel keys, and all flat keys. 

ECONOMICAL — Initial cost is less than that of other machines in the same class. Cost of operation is 
kept down by using a motor recommended by electrical engineers as the best possible for the size 
of the machine. May be furnished either A.C. or D.C. Specify when ordering. 


ACCURATE — The absolute accuracy of all keys cut on this machine is guaranteed by the combination 


of the patented SEGAL rectifying feature and the aligning shoulder gauge. The rectifying feature 
is explained on Page 4. 


AUTOMATIC — In cutting cylinder keys, the machine does all the work, its action is fully automatic. 
Key Machine No. 1825 takes four cutting wheels Nos. 1825, 800E, 1825A and 1895B. 
These cutters are illustrated and described on Page 11 of this book. 


The shield over the cutting wheel protects the operator's eyes from injury. This shield is regular 
equipment on all machines of the 1810-1825 series. 


Bench Space Required 


Weight 
14" W x25"Lx10"H 


50 Lbs. 
No. 1855 Key Machine same as No. 1825 Key Machine but without motor. 


ee 
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NEW HEAVY DUTY MACHINES 


1925 1835 1845 


No. 1925 Machine — Cuts only cylinder keys. It lacks those parts and accessories necessary to the cutting 
of bit and flat keys. Construction exactly the same as that of the No. 1825 except that No. 1925 comes 
without the three cutting wheels for bit and flat keys and the copying dogs for those cutters. Ideal for 


rapid production of cylinder and automobile keys. 


Key Machine No. 1925 takes one No. 1825 Cutter. 


Bench space required Weight 
14” W x 25"L x 10"H 50 Lbs. 


AAA 


No. 1835 Machine — Cuts all keys in general use. Is a non-automatic machine and does not come with 
a motor. It is equipped with the same cutting wheels and copying dogs as the No. 1825 machine but 
lacks the motor, automatic feed, clutch and gears and the pressure feed arm. It will give best service 


when driven by an electric motor of about 1/12 horsepower turning at 350 R.P.M. 


Key Machine No. 1835 takes four cutters; Nos. 1825, 800E, 1825A and 1825B. 


Bench space required Weight 
14° W x 25" Lx 742" H 45 Lbs. 


No. 1845 Machine — Cuts cylinder keys, most bit keys and flat keys. It will not cut side wards or extra 
thin slots in flat keys. This machine is developed out of the No. 1810 machine but is now equipped with 
the automatic feature, clutch and gears and the pressure feed arm so that when driven by the operator's 


motor it is a fully automatic machine. It will give best service when driven by an electric motor of about 
1/12 H.P. turning at 350 R.P.M. 


Key Machine No. 1845 takes two cutters; No. 1825 and No. 800E. 


Bench space required Weight 
14° W x 25"Lx 742" H 45 Lbs. 
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No. 1810 - 1815 


NON-AUTOMATIC - HEAVY DUTY 


ATA 


KEY MACHINE No. 1810 
This machine cuts cylinder keys, bit keys and flat keys 


Key Machines Nos. 1810 and 1815 are non-automatic and do not come equipped with a motor. They 
will perform with maximum efficiency and economy when driven by a motor of about 1/12 horsepower. 


It is essential that the motor be capable of driving the machine at a speed of 350 R.P.M. 


The absolute accuracy of all keys cut on this machine is guaranteed by the combination of the paten- 
ted SEGAL rectifying feature and the aligning shoulder gauge. The rectifying feature is explained on 
Page 4. 


Key Machine No. 1815 comes with a set of two bronze bushings fixed in the base and on which the 
sliding shaft operates. They insure smooth running and may be replaced when worn. Machine No. 1810 


comes without these bushings. 
The shield over the cutting wheel protects the operator's eyes from injury. 


Key Machines 1810 and 1815 take two cutting wheels, 1825 and 800E. Illustrated and described on 


Page 11. 


Bench space required Weight 
14° W x 25" L x7" H 45 Lbs. 


oo 
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No. 810 - 815 
NON-AUTOMATIC 


This machine will cut Cylinder Keys, Bit Keys and Flat Keys. It has the same patented Rectifying 
Feature found on all SEGAL Key Machines which guarantees absolute accuracy in the cutting of Cylinder 
or Paracentric Keys as described on Page 4. The aligning or shoulder gauge further insures accuracy of 


all keys cut on this machine. 


OPERATION 


Key Machines Nos. 810 and 815 do not come equipped with a motor. They will perform with maxi- 


mum efficiency and economy when driven by a motor of about 1/12 horsepower turning at 350 R.P.M. 


These machines are smaller and lighter than our Nos. 1810 and 1815 machines and require less bench 


space. 


Key Machine No. 815 is equipped with a set of two bronze bushings fixed in the base and on which 
the sliding shaft operates. They insure smooth running and may be replaced when worn. Machine No. 


810 comes without these bushings. 
Key Machines 810 and 815 take two cutting wheels, 1825 and 800E. Illustrated and described on Page 11. 


Bench space required Weight 
8° Wx i5"Lx7"H 25 Lbs. 
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No. 900 - 910 
NON-AUTOMATIC -- SINGLE WHEEL 


No. 900 Machine cuts Cylinder or Paracentric Keys only. 


No. 910 Machine cuts all types of Flat Keys only. 


OPERATION 


Key Machines Nos. 900 and 910 do not come equipped with a motor. They will perform with maxi- 


mum efficiency and economy when driven by a motor of about 1/12 horsepower turning at 350 R.P.M. 


The No. 900 Machine cuts Cylinder Keys using the patented SEGAL Rectifying Feature. Accuracy 
in the cut key is further insured by the aligning shoulder gauge. 


The No. 910 Machine cuts only Flat Keys such as letter box keys, flat locker keys, cabinet keys and 
trunk keys. 


Each one of these machines comes equipped with one cutter and one guide. They are our only single 
wheel machines. 


Key Machine No. 900 takes one No. 1825 cutting wheel. 
Key Machine No. 910 takes one No. 800E cutting wheel. 


Bench space required Weight 
6° Wx 14"Lx7"H 
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1825 800E 1825A 1825B 


800F 815 900A. 900B 

NO. TYPE SPEED KEYS USED ON 

1825 Carbon Steel Milling 350 R.P.M. Cylinder All except 910 

800E High Speed Slotting 350 R.P.M. Flat & Bit All except 900-1925 

1825A High Speed Slotting 350 R.P.M. Side Wards 1825-1835 

1825B High Speed Slotting 350 R.P.M. Flat & Bit 1825-1835 

800F Carbon Steel Milling 350 R.P.M. Cylinder Replacement 

815 Carbon Steel Milling 350 R.P.M. Cylinder Replacement 

900A Carbon Steel Milling 350 R.P.M. Cylinder Replacement—Formerly on 900 
900B Carbon Steel File 350 R.P.M. Cylinder Replacement 


To avoid breaking cutters watch two things— 
(1) Do not run cutters faster than above indication. 


(2) Allow machine to attain full speed before starting 
to cut keys. 


WE CANNOT GUARANTEE CUTTERS 


_———— 
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KEY MACHINE PARTS 
Machines Nos. 900-910 - 810 - 815 


PART NO. DESCRIPTION USED ON MACHINES 
1 Base 810-815 
2 Thin Washer for cutters All except 1925 
3 Fly Wheel All 
4 Shoulder Gauge 810-815 
5 Gauge Pin 810-815 
6 Angular Copying Dog 810-815-900 
7 Flat Copying Dog 810-815-910 
8 Handle All 
9 Handle Screw All 
10 Nut for Cutter Shaft All 
11 Oil Cups All 
12 Set Screws and Hex. Head Nut 810-815 
13 Thumb Screw - Angular Copy Dog 810-815 
14 Wing Screw for Vise 810-815-900-910 
15 Shaft for Cutter 810-815 
16 Sliding Shaft 810-815 
17 Slides All 
18 Slide Spring All 
19 Slide Pin All 
20 Washer for Wing Screw All 
21 Bronze Bushings—Set of two 815 
22 Vise Flap and Pin, right hand 810-815 
23 Vise Flap and Pin, left hand 810-815 
24 Set Screw for Flat Copy Dog 810-815 
25 Vise, complete 810-815 
30 Base 900-910 
31 Vise 900 
32 Vise 910 
33 Angular Copy Dog 900 with 900A Wheel 
34 Shoulder Gauge 900-910 
35 Sliding Shaft 900-910 
36 Gauge Pin 900-910 
37 Set Screw for Copy Dog 900-910 
38 Shaft for Cutter 900-910 
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KEY MACHINE PARTS 


Machines Nos. 900-910-810 - 815 


IMPORTANT 


When ordering Key Machine parts the proper number of the part and the catalog and serial numbers 
of the machine on which it is to be used must be given. The number of the part may be found by refer- 
ting to this list. The catalog and serial numbers can be found stamped on a small brass plate affixed to 


the base. 


Parts 30 to 38 inclusive are used only on Key Machines Nos. 900 and 910 and are not found on any 
others. Therefore they can be ordered only by these numbers. All other parts on machines 900 and 910 
are similar to the corresponding parts on machines 810 and 815 and should be ordered by the numbers 


assigned in the upper list. 


Please note that Vises Nos. 25, 31 and 32 do not include the sliding shafts on which they operate. 


Sliding shafts are ordered as a separate part. 


For information on Cutting Wheels see Page 11. 
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KEY MACHINE PARTS 


Machines Nos. 1810 - 1815 - 1825 - 1835 - 1845 - 1925 


PART NO. 


DESCRIPTION 


USED ON MACHINES 


50 
51 
52 
53 
54 
55 
56 
57 
58 
59 
60 
61 
62 
63 
64 
65 


_———— 


Base 

Vise with Cross Bar 

Vise without Cross Bar 

Vise Flap and Pin, right 
Vise Flap and Pin, left 
Wing Screw 

Jaw Bar for Feed Arm 

Base Bar for Feed Arm 

Feed Arm 

Sliding Shaft, notched 
Sliding Shaft, not notched 
Automatic Clutch 

Shaft for Cutters 

Shield 

Shield 

Shoulder Gauge 

Angular Copying Dog 

Flat Copying Dog 

Extra Thin Flat Copying Dog 
Knurled Thumbscrew, right 
Knurled Thumbscrew, left 
Mount for Copying Dogs, right 
Mount for Copying Dogs, left 


1810-15-25-35-45-1925 
1825-1845-1925 
1810-1815-1835 
1810-15-25-35-45-1925 
1810-15-25-35-45-1925 
1810-15-25-35-45-1925 
1825-1845-1925 
1825-1845-1925 
1825-1845-1925 
1825-1845-1925 
1810-1815-1835 
1825-1845-1925 
1810-15-25-35-45-1925 
1810-1815-1835 
1825-1845-1925 
1810-15-25-35-45-1925 
1810-15-25-35-45-1925 
1810-15-25-35-45-1925 
1825-1835 
1810-15-25-35-45-1925 
1810-15-25-35-45 
1810-15-25-35-45-1925 
1810-15-25-35-45 
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REY MACHINE PARTS JUN 1 9 1943 
Machines Nos. 1810 - 1815 - 1825 - 1835 - 1845 - 1925 


(continued) eter pipes” 


PART NO. DESCRIPTION USED ON MACHINES 
73 Wrench for tightening Cutters 1825-1835 
74 Belt 1825-1925 
75 Motor 1825-1925 
76 Motor Stand 1825-1925 
77 Motor Bracket 1825-1925 
78 Drive Rod, Automatic 1825-1845-1925 
79 Carrying Bracket, Automatic 1825-1845-1925 
80 Gear Wheel 1825-1845-1925 
81 Bronze Bushings—Set of two 1815-1825-1835-1925 
82 Worm Gear 1825-1845-1925 
83 Pin for Shoulder Gauge 1810-1815-1835 
84 Steel Bushing on Cutter Shaft 1810-1815-1835 
85 Threaded Washer 1825-1835 
86 Short Beveled Washer 1810-1815-1845 
87 Long Beveled Washer 1925 
88 Side Ward Copying Dog 1825-1835 
IMPORTANT 


When ordering Key Machine parts the proper number of the part, the catalog number of the machine 
on which it is to be used and the serial number of the machine must be given. The number of the part 
can be found by referring to this list. The catalog number and the serial number can be found stamped on 


a small brass plate affixed to the base. 


Parts Nos. 52, 60, 63, 83, 84, 86 and 87 are not shown in this illustration. They are used only on Non- 


automatic Key Machines. 
. 


Please note that Vises 51 and 52 do not include the sliding shafts on which they operate. Sliding 


shafts are ordered as a separate part. 


For information on Cutting Wheels see Page 11. 


Note—Arrows leading from Parts Nos. 76, 77, 79, 80 and 82 do not lead directly to the corresponding 


parts but rather indicate the location of the parts. 


SEGAL FOR SAFETY 


